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PARTS:
A Template
B Lock 

C Catch
D Magnetic Key 
 (not included in  F153 / F154)

E Plunger Pin
F Disengaging Clip
G Screws 12mm (1/2 in)

KEEP INSTRUCTIONS FOR FUTURE REFERENCE.

TOOLS REQUIRED 
FOR INSTALLATION
• 7mm / 9⁄32 in drill bit

• Optional 1.5mm / 1/16 in drill bit
(Pilot holes for screws) 

IMPORTANT: Store Magnetic Key out of reach of children. The Key is a very powerful magnet so keep away from ELECTRICAL SOURCES, COMPUTERS, CELL PHONES, CREDIT CARDS etc.

WARNING: All dangerous substances and objects must always be kept high up or in an area totally inaccessible to children. There is no substitute for proper adult supervision. This product is 
only a deterrent. Discontinue use when child is able to open or remove it. 

Tee-Zed acknowledges that its customers may be entitled to statutory consumer guarantees and does not seek to exclude or limit them. These guarantees include that Tee-Zed’s products are of acceptable quality. 
This Tee-Zed product is for the specific purpose detailed in the instructions and packaging and Tee-Zed considers use outside of that purpose to be abnormal use. To the maximum extent permitted by law, Tee-Zed does not accept any liability for damage:
• arising from abnormal use of the products;
• caused by installation or removal of the products other than in accordance with the supplied installation and removal instructions; or 
• arising under the law of tort or contract.
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DOOR THICKNESS 

12 to 15mm (1/2in to 5/8 in)

15 to 28mm (5/8in to 1-1/8 in)

USE PLUNGER PIN E

✘

✔

E

15 to 28mm
5/8 in to 1-1/8 in

DISENGAGING CLIP F

ACTIVATED DE-ACTIVATED

• This Clip is not meant to be overstretched. 
Test that Disengaging Clip has been 
positioned correctly or it may need to 
be reversed.

• If not intending to use the disengaging 
facility, it is not necessary to install 
Disengaging Clip. 

• However, keep Disengaging Clip and store 
in a safe place, out of reach of children.

• The Disengaging Clip will allow the Lock 
to be de-activated for extended periods 
of time. 

• Always be sure to reactivate the Lock by 
pushing the Disengaging Clip down again.

• Install the Disengaging Clip in the hole on 
one side, with ‘UNLOCK’ letters up, then 
straddle the lock housing and position on 
the opposite side.For cabinet doors thicker than 28mm (1-1/8 in), 

please email us at info@tee-zed.com.au
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INSTRUCTIONS:
 Magnetic Locking System

MAG LOCK® CLASSIC
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 USE CAUTION. DO NOT DRILL 
ALL THE WAY THROUGH DOORS 
OR DRAWERS.

• Measure the door/drawer thickness 
and make a mark 

 3mm / 1/8 in less than the 
door/drawer thickness on the 7mm / 
9/32 in drill bit. 

• Refer to ‘Door Thickness’ table & 
diagram on front page, to see if 
Plunger Pin E is required.

• Match Lock B into        hole and 
align over the  4x holes marked 
previously (Fig. 4) and install 4x 
Screws G.

• A pair of auxiliary holes is provided 
for use if necessary.

• Match “Catch” C over the 2 holes 
where previously marked (Fig. 2). 
Install 2x Screws G. 

Read all steps before starting
The Template A have been designed to help you install your Magnetic Locking System in most standard cabinets and drawers (both top and bottom drawers). 
It is recommended that, before any holes are drilled, you confirm the best place for your lock.

! • DRILL WITH CAUTION: 
 Start drilling carefully into 

7mm / 9/32 in        hole on Template 
and ensure to STOP DRILLING 
AT MARK drawn on drill bit. 
The drilled hole will now be 
3mm / 1/8 in from the front of 
door/drawer.

• The hole must be clean and free 
from all debris.

INSTALLATION

 (Some cabinets have rubber pads in 
the corners. Remove these for this 
step and then reinstall.)

• Close door firmly and fully onto the 
foam tape. 

• This will transfer the Template to the 
correct location on the inside of 
doors or drawers. 

 Template will be B side up.

• Open the door, hold Template steady 
and mark 4x “Lock” hole 
locations.

• Decide on the best position for your 
Magnetic Locking System. 
Installation will depend on your 
cabinet and drawer construction, as 
possible mounting positions will 
vary from style to style.

• Peel the black adhesive backing 
strip from the Template B side.

• Position the Template on the cabinet 
wall or  drawer cabinet wall C side 
up. 

• Use sharp pencil or nail to mark  
2x “Catch” hole locations. 

• Now peel backing from foam tape.

8

3mm
1/8 in

5

!
6 7

3

Cabinet
Door

4 Cabinet
Door

  BEFORE CLOSING DOOR
 Use Magnetic Key D to check that the Lock B and Catch C are aligned 

 and working.

•  When Catch C is properly 
positioned, screw firmly into place.

To use: Close door and open using 
Magnetic Key D.
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